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Note : The supplier must fill the Initial Draft of Specification and submit
the manufacturer’s standard catalogue. Data missing from the catalogue
must be declared in letter from the manufacturer.

e HAR TAAAT
EACHS

"errRTias T Rrdwele wemes < R, vl g

W




Supervision Utility Truck

Technical Specifications

Quantity: 30 Units

S. No.

CRITERIA

DEPARTMENTAL REQUIREMENT

OFFERED
SPECIFICATION

General

Supervision Utility Truck (Double cab Pickup Type Truck),
Right Hand Drive model with two- and four-wheel drive,
suitable for driving both in ON-ROAD condition giving smooth
economic performance and in OFF-ROAD conditions capable
of delivering strong adequate traction and
maneuverability/stability needed for safe driving in rough,
Sandy or slippery and hilly road conditions in Nepal

Make:
Model:
Country
Of Origin:

Engine

Watercooled diesel Engine, developing rated Maximum
Power output not less than 110 KW and Torque not less
than 350 N-m at rated RPM with an efficient fuel injection
system to all loads and operating conditions. The Engine shall
be fully equipped with all necessary items/ accessories and
controlling devices for safe, smooth, efficient, economical
operation and optimizing vehicle performance producing lesser
amount of pollutive emissions.

Make:
Model:

(U9)

Gauges

Fitted with all the gauges, indicators, signals as necessary for
efficient operation, functional monitoring, vehicle performance
and maintenance that includes (but not limited to) Battery
charge indicator, water temperature, fuel, oil pressure,
transmission gauge etc. With all standard items ofoffered model
vehicle

Transmission

4-wheel Drive, Manual shift, at least five forward and one
reverse all forward synchromesh or Automatic Transmission,
floormounted, 4WD engaged through control at driver.

Ground
Clearance

Minimum Ground Clearance: Not less than 220 mm.

Suspension

Suitable for toughest terrain, smooth ride, stable handling and
comfortable driving conditions.

Front: Double wishbone with coil spring and stabilizer.

Rear: Leaf springs and shock absorbers

Tyres

Standard Size tyre

Steering

Power assisted/Power Steering
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9 Brakes Front: Hydraulic operated Disc type
Rear: Hydraulic operated Disc/drum type
Additional mechanical/electrical parking brake
Technology:
e Four-wheel Anti-lock brake system (ABS) with
Electronic Brake-force Distribution (EBD).
e Brake Assist System
10 Cab 4 doors, allmetallic cab with insulated roof, right hand drive,
laminated glass wind screen, wipers, glass Windows, through
ventilation, comfortable and adjustable seats for driver and
passenger, two sunvisors, and two side view mirrors and rear-
view mirror. Rear body to be metallic, pickup type with drop
type tail board.
11 Chassis  and | Steel, heavy duty high rigidity frame structure suitable for
Frame rough road conditions with hook at front.
12 Essential 1. Head light, tail and rear light, reversing light and turn
13 Accessories signals.
J

. Cabin Lamp

. Speedo meter / odometer.

. One Set Spare Wheel with tyre

. Suitable Jack with handle

. Front seat belt for driver and Co-passenger.

. Air Conditioner

. Defroster/Heater

. All Power Windows (Fornt/Rear)

10.Central Door Locking and remote keyless entry System

11.Minimum front dual airbag safety system

12. Reverse Park assist System(Sensor/camera)

13. Music Player with bluetooth conectivity and USB/Mini-

USB-Port, Preferably with Radio, MW & FM.

e To be equipped with all accessories offered in standard
model but not limited to the above items.
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